.. Excess Emission Review - TC 400, 410, 420, 430, 440, 450, & 460

TC 400's

Reason | Action
.| TC 400 - Excess Opacity code code Hours 10
EX709 701 704 [Grand
. EX709 Total 701 Total | 704 | Total | Total
.| Source Description K L B C D A N M B C A A
UNIT A Opacity High Due To Cleanout & Maintenance 5 0 0 0 0 0 0 0 5 0 0 0 0 0 0 5
Opacity High During Shutdown Caused Malfunction 0 0.7 0 0 0 0 0 0 0.7 0 0 0 0 0 0 0.7
Non-Conductive Material Caused Opacity
Malfunction 0 0 100.3 0 0 0 0 0 100.3 0 0 0 0 0 0 100.3
Opacity High During Shutdown Causing Malfunction 0 0 0 13.5 0 0 0 0 13.5 0 0 0 0 0 0 13.5
Shutdown (Exempt per DAQE-850-96 Approval
Order) 0 0 0 0 0 0 0 0 0 4.4 0 0 4.4 0 0 4.4
Poor Refuse Composition Caused Malfunction 0 0 0 0 6.2 0 0 0 6.2 0 0 0 0 0 0 6.2
Emissions High Due To Cleanout & Maintenance 0 0 0 0 0 0 0 0 0 0 0 0 0 9.7 9.7 9.7
Opacity High Due to Cleanout and Maintenance 0 0 0 0 0 0 1.3 0 1.3 0 0 0 0 0 0 1.3
UNIT A Total 5 0.7 100.3 | 135 | 6.2 0 1.3 0 127 4.4 0 0 4.4 9.7 9.7 |141.1
UNIT B Opacity High Due To Cleanout & Maintenance 12.8 0 0 0 0 0 0 0 12.8 0 0 0 0 0 0 12.8
Opacity High During Shutdown Caused Malfunction 0 1.2 0 0 0 0 0 0 1.2 0 0 0 0 0 0 1.2
Non-Conductive Material Caused Opacity
Malfunction 0 0 48.6 0 0 0 0 48.6 0 0 0 0 0 0 48.6
Opacity High During Shutdown Causing Malfunction 0 0 0 12.8 0 0 0 12.8 0 0 0 0 0 0 12.8
Shutdown (Exempt per DAQE-850-96 Approval
Order) 0 0 0 0 0 0 0 0 0 5.9 0 0 5.9 0 0 5.9
Poor Refuse Composition Caused Malfunction 0 0 0 0 10.1 0 0 0 10.1 0 0 0 0 0 0 10.1
Emissions High Due To Cleanout & Maintenance 0 0 0 0 0 0 0 0 0 0 0 0 0 16.9 | 16.9 | 16.9
Opacity High Due to Cleanout and Maintenance 0 0 0 0 0 0 6.4 0 6.4 0 0 0 0 0 0 6.4
Slag Blockage on Furnace Walls Caused
Malfunction 0 0 0 0 0 0.3 0 0 0.3 0 0 0 0 0 0 0.3
#N/A 0 0 0 0 0 0 0 0 0 0 0.1 0 0.1 0 0 0.1
Startup (Exempt per DAQE-850-96 Approval Order) 0 0 0 0 0 0 0 0 0 0 1.2 1.2 0 0 1.2
Process Equipment Problems Caused Malfunction 0 0 0 0 0 0 0 0.1 0.1 0 0 0 0 0 0 0.1
UNIT B Total 12.8 1.2 48.6 | 12.8 | 10.1 | 0.3 6.4 0.1 92.3 5.9 0.1 1.2 7.2 1 169] 16.9]116.4
Reason | Action
.| TC 410 - Excess SO2 code code
(blank) | Grand
(blank) | Total Total
. |Source Description (blank)
. | (blank) (blank) 0 0 0
. 0 0 0 0
. | (blank) Total 0 0 0
Reason | Action
.| TC 420 - Excess NOx code code
(blank) | Grand
(blank) | Total Total
. |Source Description (blank)
. | (blank) (blank) 0 0 0
. 0 0 0 0
. | (blank) Total 0 0 0

*
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TC 400's

Reason | Action
.| TC 440 - Excess CO code code Hours 4
EX709 701 703 [Grand
! EX709 Total 701 Total | 703 Total | Total
. |Source Description A D G F E J M A B A F E H
Slag Blockage on Furnace Walls Caused
UNIT A Malfunction 720 0 0 0 0 0 0 0 720 0 0 0 0 0 0 0 720
Startup (Exempt per DAQE-850-96 Approval Order) 0 0 0 0 0 0 0 20 0 20 0 0 0 0 0 20
Shutdown (Exempt per DAQE-850-96 Approval
Order) 0 0 0 0 0 0 0 0 0 0 12 12 0 0 0 0 0 12
Slag Blockage Caused Co Reportable Exceedance 0 0 0 0 0 0 0 0 0 0 0 0 36 0 0 0 36 36
Poor Refuse Composition Caused Malfunction 0 88 0 0 0 0 0 0 88 0 0 0 0 0 0 0 0 88
Analyers Caused Malfunction ( Not Inop ) 0 0 4 0 0 0 0 0 4 0 0 0 0 0 0 0 0 4
Grate/Feed System Failure Caused Malfunction 0 0 0 32 0 0 0 0 32 0 0 0 0 0 0 0 0 32
Plugged Ash Extractor Caused Malfunction 0 0 0 0 36 0 0 0 36 0 0 0 0 0 0 0 0 36
Poor Refuse Composition Caused CO Exceedance 0 0 0 0 0 0 0 0 0 0 0 0 0 0 52 0 52 52
Slag Buildup Caused Low First Pass Temp. 0 0 0 0 0 8 0 0 8 0 0 0 0 0 0 0 0 8
Plugged Charge Hopper Caused Malfunction 0 0 0 0 0 0 4 0 4 0 0 0 0 0 0 0 0 4
System Grate Problems Caused CO Exceedance 0 0 0 0 0 0 0 0 0 0 0 0 0 4 0 0 4 4
Process Equipment Problems Caused Malfunction 0 0 0 0 0 0 0 8 8 0 0 0 0 0 0 0 0 8
UNIT A Total 720 88 4 32 36 8 4 8 900 20 12 32 36 4 52 0 92 | 1024
Slag Blockage on Furnace Walls Caused
UNIT B Malfunction 468 0 0 0 0 0 0 468 0 0 0 0 0 0 0 0 468
Startup (Exempt per DAQE-850-96 Approval Order) 0 0 0 0 0 0 4 0 4 0 0 0 0 4
Shutdown (Exempt per DAQE-850-96 Approval
Order) 0 0 0 0 0 0 0 0 0 0 12 12 0 0 0 0 0 12
Slag Blockage Caused Co Reportable Exceedance 0 0 0 0 0 0 0 0 0 0 0 0 20 0 0 0 20 20
Poor Refuse Composition Caused Malfunction 0 100 0 0 0 0 0 0 100 0 0 0 0 0 0 0 0 100
Grate/Feed System Failure Caused Malfunction 0 0 0 12 0 0 0 0 12 0 0 0 0 0 0 0 0 12
Plugged Ash Extractor Caused Malfunction 0 0 0 0 16 0 0 0 16 0 0 0 0 0 0 0 0 16
Poor Refuse Composition Caused CO Exceedance 0 0 0 0 0 0 0 0 0 0 0 0 0 0 28 0 28 28
Slag Buildup Caused Low First Pass Temp. 0 0 0 0 0 8 0 0 8 0 0 0 0 0 0 0 0 8
Plugged Charge Hopper Caused Malfunction 0 0 0 0 0 0 4 0 4 0 0 0 0 0 0 0 0 4
System Grate Problems Caused CO Exceedance 0 0 0 0 0 0 0 0 0 0 0 0 0 4 0 0 4 4
Process Equipment Problems Caused Malfunction 0 0 0 0 0 0 0 12 12 0 0 0 0 0 0 0 0 12
#N/A 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 4 4 4
UNIT B Total 468 100 0 12 16 8 4 12 620 4 12 16 20 4 28 4 56 692
. |Grand Total 1188 188 4 44 52 16 8 20 1520 24 24 48 56 8 80 4 148 | 1716
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